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SECTION SF 30 BLOCK 14 CONTINUATION PAGE  
         
 
 
A.  CHANGES TO SPECIFICATIONS.   
 

Revised Pages to Project Specifications: The following revised pages to Solicitation No. W917PM-09-R-0017 
are attached to this amendment:   

           
Section    Page No./Paragraph No. 

 
01060 Page 7, Paragraph 1.14.1 and Page 10, Paragraph 1.14.5 
 

 
Revised pages will replace like-numbered page in the project specifications.  Changes are indicated by an asterisk in 
the left margin opposite the beginning of the revision and an asterisk in the right margin opposite the end of the 
revision.  The revision mark “(Am-0002)” is shown on the revised pages of the specifications. 
 
 
B.  The proposal due date of December 13, 2008,  5PM (Kabul Time) remains unchanged. 
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Section 01060 – Page 7 of 21 
(Am-0002) 

Contractor's proposed construction schedule is coordinated with the operating and security requirements 
of the installation. 
 
1.14.1 As-Built Drawing Submittals 

a.  Government approval is required for As-Built drawings as below in accordance with Section 01335, 
SUBMITTAL PROCEDURES.  

b.  Drawings showing final as-built conditions of the project.  The final CADD as-built drawings shall 
consist of two (2) sets of electronic CADD drawing files in the specified format, and three (3) full-sized 
copies of the approved as built drawings.   

1.14.2 As-Built Drawings  

This paragraph covers as-built drawings complete, as a requirement of the contract. The terms 
"drawings," "contract drawings," "drawing files," "working as-built drawings" and "final as-built drawings" 
refer to contract drawings which are revised to be used for final as-built drawings.  
 
1.14.2.1 Government Furnished Materials   

One set of electronic CADD files in the specified software and format revised to reflect all bid 
amendments will be provided by the Government at the preconstruction conference for projects 
requiring CADD file as-built drawings.  

1.14.2.2 Working As-Built and Final As-Built Drawings  

a. The Contractor shall revise 2 sets of paper drawings by red-line process to show the as-built conditions 
during the prosecution of the project. These working as-built marked drawings shall be kept current on a 
weekly basis and at least one set shall be available on the jobsite at all times. Changes from the contract 
plans which are made in the work or additional information which might be uncovered in the course of 
construction shall be accurately and neatly recorded as they occur by means of details and notes. Final 
as-built drawings shall be prepared after the completion of each definable feature of work as listed in the 
Contractor Quality Control Plan (Foundations, Utilities, Structural Steel, etc., as appropriate for the 
project). The working as-built marked prints and final as-built drawings will be jointly reviewed for 
accuracy and completeness by the Contracting Officer and the Contractor prior to submission of each 
monthly pay estimate. If the Contractor fails to maintain the working and final as-built drawings as 
specified herein, the Contracting Officer will deduct from the monthly progress payment an amount 
representing the estimated cost of maintaining the as-built drawings. This monthly deduction will continue 
until an agreement can be reached between the Contracting Officer and the Contractor regarding the 
accuracy and completeness of updated drawings. The working and final as-built drawings shall show, but 
shall not be limited to, the following information:  

b. The actual location, kinds and sizes of all sub-surface utility lines. In order that the location of these 
lines and appurtenances may be determined in the event the surface openings or indicators become 
covered over or obscured, the as-built drawings shall show, by offset dimensions to two permanently 
fixed surface features, the end of each run including each change in direction.  Valves, splice boxes and 
similar appurtenances shall be located by dimensioning along the utility run from a reference point. The 
average depth below the surface of each run shall also be recorded.  

  
c. The location and dimensions of any changes within the building structure. 
 
d. Correct grade, elevations, cross section, or alignment of roads, earthwork, structures or utilities if any 
changes were made from contract plans.  
  
e. Changes in details of design or additional information obtained from working drawings specified to be 
prepared and/or furnished by the Contractor; including but not limited to fabrication, erection, installation  

      * 
      
      * 
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final as-built drawings shall be accomplished before final payment is made to the Contractor. 

1.14.5 Payment  

No separate payment will be made for any design work or as-built drawings required under this contract, 
and all costs accrued in connection with such drawings shall be considered a subsidiary obligation of the 
Contractor.  

1.16  ACCIDENT PREVENTION 
 
The Contractor shall comply with all applicable Host Country laws and with such additional measures as 
the Contracting Officer may find necessary in accordance with CONTRACT CLAUSE 52.236-13 entitled 
ACCIDENT PREVENTION (NOV1991)-ALTERNATE 1 (APR 1984). Applicable provisions of the Corps of 
Engineers manual entitled Safety and Health Requirements Manual EM 385-1-1 will be applied to all work 
under this contract. The referenced manual may be obtained from the Contracting Officer at the jobsite or 
from the Afghanistan Engineer District at Kabul, Afghanistan. 
 
1.16.1 Accident Prevention Program 
 
Within fifteen (15) days after award of this contract, and at least ten (10) days prior to the accident 
prevention pre-work conference, four (4) copies of the Accident Prevention Plan required by the 
CONTRACT CLAUSE 52.236-13 entitled ACCIDENT PREVENTION (NOV 1991)- ALTERNATE I shall be 
submitted for review by the Contracting Officer. The Contractor shall not commence physical work at the 
site until the Accident Prevention Plan (APP) has been reviewed and accepted by the Contracting Officer. 
The APP shall meet the requirements listed in Appendix "A" of EM385-1-1. The program shall include the 
following: TAC Form 61 " Accident Prevention Program Hazard Analysis (Activity Hazard Analysis)" fully 
completed and signed by an executive officer of the company in block No. 13. The Activity Hazard 
Analysis is a method in which those hazards likely to cause a serious injury or fatality are analyzed for 
each phase of operations. Corrective action is planned in advance, which will eliminate the hazards. An 
analysis is required for each new phase of work. On large or complex jobs the first phase may be 
presented in detail with the submittal of the Accident Prevention Plan rather than presenting the complete 
analysis. If the plan is to be presented in phases, a proposed outline for future phases must be submitted 
as a part of the initial Accident Prevention Plan submittal. Accident Prevention Plans will be reviewed for 
timeliness and adequacy at least monthly with a signature sheet signed and dated documenting that 
these reviews took place. Copy of company policy statement of Accident Prevention and any other 
guidance as required by EM 385-1-1, Appendix A. 
 
1.16.2 Ground Fault Circuit Interrupter (GFCI) Requirement  
 
The Corps of Engineers Health and Safety Manual, EM 385-1-1, section 11.C.05.a. states: "The GFCI 
device shall be calibrated to trip within the threshold values of 5 ma +/- 1 ma as specified in Underwriters 
Laboratory (UL) Standard 943." A variance from USACE has been granted allowing 10 ma, in lieu of 5 
ma, for overseas activities that use 220 Volts (V)/50 hertz (Hz) electrical power. 
 
1.16.3 Temporary Power - Electrical Distribution Boxes 
 
EM 385-1-1 section 11.A.01.a. states, "All electrical wiring and equipment shall be a type listed by a 
nationally recognized testing laboratory for the specific application for which it is to be used." This 
includes temporary electrical distribution boxes. Locally manufactured electrical boxes will not be allowed. 
Only manufactured electrical distribution boxes that meet the European CE requirements, with 10 ma CE 
type GFCIs installed shall be allowed. 
 
Contractors shall: 
 
a. Make no modifications that might void any CE or manufacturer certification. 
b. Test the installed systems to demonstrate that they operate properly and provide the 10 ma earth  

   *    
   * 


